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              2  Type: # 

                 \welded together planks into flooring..... 

                 \stairtreads..... 

                 \spiral treads, clockwise. 

                 \spiral treads, anti-clockwise. 

                 \spiral treads, clockwise with welded-on-sleeve 

       \spiral treads, anti-clockwise with welded-on-sleeve 

              3  # 

                 \Type: perforated planks, with antislip perforation. 

                 \Type: perforated planks, with antislip perforation and with 

                 drainage. 

                 \Type: perforated planks, with rubber caps. 

                 \Type..... 

              4  # 

                 \Model: AP 2-30 MAW. \Model: AP 2-30 ZAW. 

                 \Model: AP 2-30 VMA. \Model: AP 2-30 VZA. 

                 \Model: AP 2-40 MAW. \Model: AP 2-30 ZAW. 

                 \Model: AP 2-40 NOP. 

                 \Model: AP 3-40 MAW. \Model: AP 3-40 ZAW. 

                 \Model: AP 3-40 NOP. 

                 \Model: AP 2-50 MAW. \Model: AP 2-50 ZAW. 

                 \Model: AP 2-50 DOP. 

                 \Model: AP 2-50 ZAA. \Model: AP 2-50 MAA. 

                 \Model: AP 2-50 NOP. 

                 \Model: AP 3-50 MAW. \Model: AP 3-50 ZAW. 

                 \Model: AP 3-50 DOP. 

                 \Model: AP 3-50 ZAA. \Model: AP 3-50 MAA. 

                 \Model: AP 3-50 NOP. 

                 \Model: STE. \Model: SER. 

                 \Model: RUN. \Model: OFF. 

                 \Model: GES. \Model..... 

              5  # 

                 \Steeltype and –quality (EN 10025-1-04): S235JR. 

                 \Material: stainless stel quality Aisi 304 (1.4301) 

                 \Material: stainless steel quality Aisi 316I (1.4404) 

                 \Material: aluminium quality AIMg3g22               

  6  # 

                 \Width x height x deep (mm): ..... 

                 Remark: confirm calculation of the strenght 

              7  # 

                 \Material thickness (mm): 1,5 / 2 / 2,5 / 3 

                 \Material thickness..... 

              8  # 

                 \surface treatment: galvanized 

                  conform EN-ISO 1461-99. 

                 \surface treatment: electrostatic 

                 \Electrostatic powder coating. 

                  in accordance with quality requirements 

                 \surface treatment: electrostatic 

   Electrostatic powder coating, 2-layer, min. thickness (µm): 90, 

   in accordance with quality requirements 

       \surface treatment Aluminium: Natural anodising 

            \surface treatment Aluminium and Stainless steel: pickling 

   and passivated 
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       \surface treatment:..... 

              9  # 

                 \..... 

             10  # 

                 \accessories: 

             11  # 

                 \- Fastening Equipment: standard fastening set galvanized 

                 \- Fastening equipment: lugs..... 

                 \- Fastening equipment..... 

             12  # 

                 \- rubber caps.....  

                  - color rubber caps.....        

             13  # 

                 \- mounting plate specification..... 

             14  # 

                 \..... 

 

 

 


